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DVGW type examination certificate

DVGW-Baumusterpriifzertifikat

Field of Application
Anwendungsbereich

Owner of Certificate
Zertifikatinhaber

Distributor
Vertreiber

Product Category
Produktart

Product description
Produktbezeichnung

Model
Modell

Test reports
Priifberichte

Test basis
Priifgrundlagen

DG-4502BS0491

Registration Number
Registriernummer

products of gas supply
Produkte der Gasversorgung

Rastelli Raccordi s.r.I.
Via Circonvallazione 26, 1-27019 Villanterio (PV)

Rastelli Raccordi s.r.l.
Via Circonvallazione 26, 1-27019 Villanterio (PV)

Pipe equipment and fittings: Separable unthreaded pipe connection for
metal pipes (4502)

Tensile and thrust-resistant cutting ring fittings with cutting ring made of
steel (with double cutting edge) for seamless precision steel pipes
according to DIN EN 10305-1 or seamless stainless steel pipes according
to DVGW working sheet GW 541

TD 88

Laboratory control test: 1112001_001 from 27.09.2022 (TTR)
Type testing: 05/294/4502/962 from 02.08.2007 (EBI)

DIN 3387-1 (01.11.2008)

02.08.2027 / 22-0522-GNV

DVGW CERT GmbH
Zertifizierungsstelle

Josef-Wirmer-Str. 1-3

53123 Bonn

Tel. +49228 9188 - 888
Fax +49228 9188 - 993

(( DAKKS

Deutsche
Akkreditierungsstelle
D-ZE-16028-01-05

www.dvgw-cert.com
info@dvgw-cert.com




A-2/2 DG-4502BS0491
Gas Category Remarks

Gasart Bemerkungen

Fuel gases according to G

260: 03.2013

Type Technical Data Remarks

Typ Technische Daten Bemerkungen

TD 88, Reihe LL

TD 88, Reihe L/LL/S
TD 88, Reihe L/LL/S
TD 88, Reihe L/LL/S
TD 88, Reihe L/LL/S
TD 88, Reihe S

TD 88, Reihe L

TD 88, Reihe S

TD 88, Reihe L

TD 88, Reihe S

TD 88, Reihe L

TD 88, Reihe S

TD 88, Reihe L

TD 88, Reihe S

TD 88, Reihe L

TD 88, Reihe S

TD 88, Reihe L

Pressure rating: MOP 250

Pipe connection diamete: 4 mm
Pressure rating: MOP 250

Pipe connection diamete: 6 mm
Pressure rating: MOP 250

Pipe connection diamete: 8 mm
Pressure rating: MOP 250

Pipe connection diamete: 10 mm
Pressure rating: MOP 250

Pipe connection diamete: 12 mm
Pressure rating: MOP 250

Pipe connection diamete: 14 mm
Pressure rating: MOP 250

Pipe connection diamete: 15 mm
Pressure rating: MOP 250

Pipe connection diamete: 16 mm
Pressure rating: MOP 250

Pipe connection diamete: 18 mm
Pressure rating: MOP 250

Pipe connection diamete: 20 mm
Pressure rating: MOP 160

Pipe connection diamete: 22 mm
Pressure rating: MOP 250

Pipe connection diamete: 26 mm
Pressure rating: MOP 160

Pipe connection diamete: 28 mm
Pressure rating: MOP 250

Pipe connection diamete: 30 mm
Pressure rating: MOP 160

Pipe connection diamete: 35 mm
Pressure rating: MOP 250

Pipe connection diamete: 38 mm
Pressure rating: MOP 160

Pipe connection diamete: 42 mm

Type Variation
Ausfiihrungsvariante

Explanations
Erlduterungen

TN 91, Reihe L/S

TN 98, Reihe L/LL/S
TN 98 R, Reihe L/S
TN 99, Reihe L/LL/S
TN 100, Reihe L/LL/S
TN 100 R, Reihe L/S
TN 101, Reihe L/LL/S
TN 102, Reihe L/S
TN 117, Reihe L/S
TN 118, Reihe L/S
TN 119, Reihe L/S
TN 120, Reihe L/S
TN 121, Reihe L/S
TN 132, Reihe L/S

Hints of Utilization / Remarks
Verwendungshinweise / Bemerkungen

Connections: Both sides cutting rings acc. to DIN 2353 resp. DIN EN ISO 8434-1

Environmental temperature: -20...+60 °C
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DVGW type examination certificate
DVGW-Baumusterpriifzertifikat DG-4502BS0492

Registration Number

| I - _ Registriernummer

Field of Application products of gas supply

Anwendungsbereich Produkte der Gasversorgung

Owner of Certificate Rastelli Raccordi s.r.l.

Zertifikatinhaber Via Circonvallazione 26, 1-27019 Villanterio (PV)

Distributor Rastelli Raccordi s.r.l.

Vertreiber Via Circonvallazione 26, 1-27019 Villanterio (PV)

Product Category Pipe equipment and fittings: Separable unthreaded pipe connection for
Produktart metal pipes (4502)

Product description Tensile and thrust-resistant cutting ring fittings as screw fittings with steel
Produktbezeichnung cutting ring (with double cutting edge) for seamless precision steel

pipeaccording to DIN EN 10 305-1 or seamless stainless steel pipes
according to DVGW working sheet GW 541

Model TD 88

Modell

Test reports Laboratory control test: 1112001_002 from 27.09.2022 (TTR)
Priifberichte Type testing: 05/294/4502/962 from 02.08.2007 (EBI)

Test basis DIN 3387-1 (01.11.2008)

Priifgrundlagen
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A-212 DG-4502BS0492
Gas Category Remarks
Gasart Bemerkungen
Fuel gases according to G
260: 03.2013
Type Technical Data Remarks
Typ Technische Daten Bemerkungen
TD 88, Reihe L/S Pressure rating: MOP 250
Pipe connection diamete: 6 mm
TD 88, Reihe L/S Pressure rating: MOP 250
Pipe connection diamete: 8 mm
TD 88, Reihe L/S Pressure rating: MOP 250
Pipe connection diamete: 10 mm
TD 88, Reihe L/S Pressure rating: MOP 250
Pipe connection diamete: 12 mm
TD 88, Reihe S Pressure rating: MOP 250
: Pipe connection diamete: 14 mm
TD 88, Reihe L Pressure rating: MOP 250
Pipe connection diamete: 15 mm
TD 88, Reihe S Pressure rating: MOP 250
Pipe connection diamete: 16 mm
TD 88, Reihe L Pressure rating: MOP 250
Pipe connection diamete: 18 mm
TD 88, Reihe S Pressure rating: MOP 250
Pipe connection diamete: 20 mm
TD 88, Reihe L Pressure rating: MOP 160
Pipe connection diamete: 22 mm
TD 88, Reihe S Pressure rating: MOP 250
Pipe connection diamete: 25 mm
TD 88, Reihe L Pressure rating: MOP 160
Pipe connection diamete: 28 mm
TD 88, Reihe S Pressure rating: MOP 250
Pipe connection diamete: 30 mm
TD 88, Reihe L Pressure rating: MOP 160
Pipe connection diamete: 35 mm
TD 88, Reihe S Pressure rating: MOP 250
Pipe connection diamete: 38 mm
TD 88, Reihe L Pressure rating: MOP 160
Pipe connection diamete: 42 mm
Type Variation Explanations
Ausfiihrungsvariante Erlduterungen
TN 92
TN 94
TN 96
TN 127
certified Components
zertifizierte Bauteile / Werkstoffe
Registr. No. Component Model/Type Manufacturer
Registrier-Nr. Bauteil (Produktart) Modell/Typ Hersteller
NG-5113BT0564 Elastomer material for seals in gas V9102/v9102 ULMAN Dichtungstechnik GmbH

supply mains and pipelines
DG-5113CQ0247 Elastomer material for seals in gas
supply mains and pipelines

01/AA7ONBR/01/AA7ONBR LAV.EL GOMMA S.r.l.

Hints of Utilization / Remarks
Verwendungshinweise / Bemerkungen

Allowable operating pressure: MOP 5 for connections with stud end Form C

Connections: One side cutting ring acc. to DIN 2353 resp. DIN EN ISO 8434-1; other side stud ends ac. to DIN 3852-2
Form A with metric male thread acc. to DIN 13 (M) or cylindrical male thread acc. to DIN EN 1SO 228-1 (G) resp. Form C
conical male thread acc. to DIN EN 10226-1 (R) or stud end acc. to DIN ISO 6149 with metric male thread acc. to ISO 261

sealed with O-ring
Environmental temprature: -20...+60 °C

Stud ends Form A must not be used for installations acc. to DVGW-TRGI and TRF.
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DVGW type examination certificate

DVGW-Baumusterpriifzertifikat

Field of Application
Anwendungsbereich

Owner of Certificate

Zertifikatinhaber

Distributor
Vertreiber

Product Category
Produktart

Product description

DG-4502BS0493

Registration Number
Registriernummer

products of gas supply
Produkte der Gasversorgung

Rastelli Raccordi s.r.l.
Via Circonvallazione 26, 1-27019 Villanterio (PV)

Rastelli Raccordi s.r.l.
Via Circonvallazione 26, 1-27019 Villanterio (PV)

Pipe equipment and fittings: Separable unthreaded pipe connection for
metal pipes (4502)

Tensile and thrust-resistant cutting ring fittings as screw fittings with steel

Produktbezeichnung cutting ring and with additional elastomeric gasket for precision steel
pipes according to DIN EN 10305-1 and for stainless-steel seamless
pipes acc. to DVGW GW 541

Model AR3

Modell

Test reports Laboratory control test: 1112001_003 from 27.09.2022 (TTR)

Priifberichte Type testing: 05/294/4502/962 from 02.08.2007 (EBI)
Test basis DIN 3387-1 (01.11.2008)
Priifgrundlagen :
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A-2/2 DG-4502BS0493
Type Technical Data Remarks
Typ Technische Daten Bemerkungen
AR3, Reihe LL Pressure rating: MOP 250

Pipe connection diamete: 4 mm
AR3, Reihe L/LL/S Pressure rating: MOP 250

Pipe connection diamete: 6 mm
AR3, Reihe L/LL/S Pressure rating: MOP 250

Pipe connection diamete: § mm
AR3, Reihe L/LL/S Pressure rating: MOP 250

Pipe connection diamete: 10 mm
AR3, Reihe L/LL/S Pressure rating: MOP 250

Pipe connection diamete: 12 mm
AR3, Reihe S Pressure rating: MOP 250

Pipe connection diamete: 14 mm
AR3, Reihe L Pressure rating: MOP 250

Pipe connection diamete: 15 mm
AR3, Reihe S Pressure rating: MOP 250

Pipe connection diamete: 16 mm
AR3, Reihe L Pressure rating: MOP 250

Pipe connection diamete: 18 mm
AR3, Reihe S Pressure rating: MOP 250

Pipe connection diamete: 20 mm
AR3, Reihe L Pressure rating: MOP 160

Pipe connection diamete: 22 mm
AR3, Reihe S Pressure rating: MOP 250

Pipe connection diamete: 25 mm
AR3, Reihe L Pressure rating: MOP 160

Pipe connection diamete: 28 mm
AR3, Reihe S Pressure rating: MOP 250

Pipe connection diamete: 30 mm
AR3, Reihe L Pressure rating: MOP 160

Pipe connection diamete: 35 mm
AR3, Reihe S Pressure rating: MOP 250

Pipe connection diamete: 38 mm
AR3, Reihe L Pressure rating: MOP 160

Pipe connection diamete: 42 mm

Type Variation Explanations
Ausfiihrungsvariante Erlduterungen
TN 91, Reihe L/S
TN 98, Reihe L/LL/S
TN 98 R, Reihe L/S
TN 99, Reihe L/LL/S
TN 100, Reihe L/LL/S
TN 100 R, Reihe L/S
TN 101, Reihe L/LL/S
TN 102, Reihe L/S
TN 117, Reihe L/S
TN 118, Reihe L/S
TN 119, Reihe L/S
TN 120, Reihe L/S
TN 121, Reihe L/S
TN 132, Reihe L/S
certified Components
zertifizierte Bauteile / Werkstoffe
Registr. No. Component Model/Type Manufacturer
Registrier-Nr. Bauteil (Produktart) Modell/Typ Hersteller
NG-5113BT0564 Elastomer material for seals in gas V9102/v9102 ULMAN Dichtungstechnik GmbH

supply mains and pipelines
DG-5113CQ0247 Elastomer material for seals in gas
supply mains and pipelines

01/AA70NBR/01/AA70NBR LAV.EL GOMMA S.r.l.

Hints of Utilization / Remarks
Verwendungshinweise / Bemerkungen

Gas type: Flue gas types acc. to G 260

Connections: Both sides cutting ring acc. to DIN 2353 resp. DIN EN I1SO 8434-1

Environmental temperature: -20...+60 °C




a)

DVGW

CERT

DVGW type examination certificate
DVGW-Baumusterpriifzertiﬁkat DG-4502BS0494

Registration Number

e s e N e

Field of Application products of gas supply

Anwendungsbereich Produkte der Gasversorgung

Owner of Certificate Rastelli Raccordi s.r.l.

Zertifikatinhaber Via Circonvallazione 26, 1-27019 Villanterio (PV)

Distributor Rastelli Raccordi s.r.l.

Vertreiber Via Circonvallazione 26, 1-27019 Villanterio (PV)

Product Category Pipe equipment and fittings: Separable unthreaded pipe connection for
Produktart metal pipes (4502)

Product description Tensile and thrust-resistant cutting ring fittings as screw fittings with steel
Produktbezeichnung cutting ring (with double cutting edge) for seamless precision steel

pipeaccording to DIN EN 10305-1 or seamless stainless steel pipes
according to DVGW working sheet GW 541

Model AR3

Modell

Test reports Laboratory control test: 1112001_004 from 29.09.2022 (TTR)
Priifberichte Type testing: 05/294/4502/962 from 02.08.2007 (EBI)

Test basis DIN 3387-1 (01.11.2008)

Priifgrundlagen
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A-2/2 DG-4502BS0494
Gas Category Remarks
Gasart Bemerkungen

Fuel gases according to G
260: 03.2013

Type Technical Data Remarks
Typ Technische Daten Bemerkungen
AR3, Reihe L/S Pressure rating: MOP 250
Pipe connection diamete: 6 mm
AR3, Reihe L/S Pressure rating: MOP 250
Pipe connection diamete: 8 mm
AR3, Reihe L/S Pressure rating: MOP 250
Pipe connection diamete: 10 mm
AR3, Reihe L/S Pressure rating: MOP 250
Pipe connection diamete: 12 mm
AR3, Reihe S Pressure rating: MOP 250
Pipe connection diamete: 14 mm
AR3, Reihe L Pressure rating: MOP 250
Pipe connection diamete: 16 mm
AR3, Reihe S Pressure rating: MOP 250
Pipe connection diamete: 16 mm
AR3, Reihe L Pressure rating: MOP 250
Pipe connection diamete: 18 mm
AR3, Reihe S Pressure rating: MOP 250
Pipe connection diamete: 20 mm
AR3, Reihe L Pressure rating; MOP 250
Pipe connection diamete: 22 mm
AR3, Reihe S Pressure rating: MOP 250
Pipe connection diamete: 25 mm
AR3, Reihe L Pressure rating: 160
Pipe connection diamete: 28 mm
AR3, Reihe S Pressure rating: MOP 250
Pipe connection diamete: 30 mm
AR3, Reihe L Pressure rating: MOP 160
Pipe connection diamete: 35 mm
AR3, Reihe S Pressure rating: MOP 250
Pipe connection diamete: 38 mm
AR3, Reihe L Pressure rating: MOP 160
Pipe connection diamete: 42 mm
Type Variation Explanations
Ausfiihrungsvariante Erlduterungen
TN 92
TN 94
TN 96
TN 127
certified Components
zertifizierte Bauteile / Werkstoffe
Registr. No. Component Model/Type Manufacturer
Registrier-Nr. Bauteil (Produktart) Modell/Typ Hersteller
NG-5113BT0564 Elastomer material for seals in gas V9102/vV9102 ULMAN Dichtungstechnik GmbH

supply mains and pipelines

DG-5113CQ0247 Elastomer material for seals in gas

supply mains and pipelines

01/AA7ONBR/01/AATONBR LAV.EL GOMMA S.r.l.

Hints of Utilization / Remarks
Verwendungshinweise / Bemerkungen

Allowable operating pressure: MOP 5 for connections with stud end Form C

Connections: One side cutting ring acc. to DIN 2353 resp. DIN EN ISO 8434-1; other side stud ends ac. to DIN 3852-2
Form A with metric male thread acc. to DIN 13 (M) or cylindrical male thread acc. to DIN EN 1SO 228-1 (G) resp. Form C
conical male thread acc. to DIN EN 10226-1 (R) or stud end acc. to DIN 1ISO 6149 with metric male thread acc. to 1SO 261

sealed with O-ring

Environmental temprature: -20...+60 °C

Stud ends Form A must not be used for installations acc. to DVGW-TRGI and TRF.




